[image: image1.jpg]Performance
Polymers and

Coatings




TYPICAL PROPERTIES FOR POLYAMIDE COATINGS (11 & 12)

	Property
	Test Method
	Polyamide 11 /12

	Specific Gravity
	Calculated 
	1.01-1.20

	Gloss (600)
	ASTM D 523
	40-80 units

	Direct Impact Resistance 

(@ 10.0 mils)
	MPTM 0002*
	160 in.-lgs.

	Hardness  Shore D Durometer
	ASTM D 2240
	70-80

	Tensile Strength
	ASTM D 638
	41375KPa

	Elongation
	ASTM D 638
	15%

	Dielectric Strength 

@10.0 mils (varies with color)
	ASTM D 149 

(short time)
	800-1200 volts/mil 

	Melting Point
	ASTM D 789
	1800-1900C

	Salt Spray Resistance

(“X” scribe) 
	ASTM B 117
	1000+ Hours

	Taber Abrasion  

(varies with color)
	ASTM D 4060

(CS-10 wheel, 1000 gram load, 1000 cycles)
	8-18 mg loss

	Chemical resistance
	Resistant to most strong alkalis, weak acids, commercial solvents, oils, greases and gasoline

	ROHS Compliance
	Free from use of any hazardous substances/ solvents for primers or top coats
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